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» Verity irrigation design & setup SPECI FICATI ONS

» Test for worn or plugged nozzles Range: 0.03-25.0 gpm

» Check for regulator problems 0.30-97.0 [pm
20 L/h -5800 L/h

Accuracy: Greater of +/- 4% or 1 least sig. digit
Resolution: 0.01 gpm up to 9.99 then 0.1 gpm over 10.0
0.01 [pm up t0 9.99 then 0.1 [pm over 10.0
10 L/h
FEATU RES Size: 8in Dia. x 8in H (20.3cm Dia. x 20.3cm H)
» Self contained and battery powered Weight: 1.2 lb (545 g)

» No plumbing or fittings required Fluid Compatibility: ~ Water and water based solutions only

 Simple rugged design has no moving parts
Wetted Parts: Stainless steel and plastic

Additional Nozzle Boots

sold separately
item #26350

YOUTUBE.COM

> SEE THE DEMO VIDEO, SEARCH

SpotOn Flow Meter

Visit us at www.innoquestinc.com for complete details.

Irrigation Flow Meter - Model: FM-15 (includes one nozzleboot) * Item #: 26060 « One year warranty + Made in USA
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https://www.youtube.com/watch?v=QEEORrqbm-E
https://www.youtube.com/watch?v=QEEORrqbm-E

