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Headquarters and R & D

COMPANY HISTORY
Founded in 1993 — by company president Bill 

Hughes, P.E. — Innoquest has enjoyed steady growth 

powered by their Quest for Innovation. Mr. Hughes is a 

licensed professional engineer and has a degree in Agricultural 

Engineering from the University of Illinois. He has designed over 85 products to date, 19 of 

which have won AE-50 awards from the American Society of Agricultural and Biological Engi-

neers for outstanding innovation. He currently has 10 patents with more pending. It began in 

1991 when Mr. Hughes started his entrepreneurial venture by designing, manufacturing, and 

selling humidity sensors for greenhouse control systems. Innoquest was formally founded in 

1993 to design and sell their electronic rain gauges. By 1996 Innoquest was focused on contract 

design and manufacturing by partnering with Spectrum Technologies, Inc. for Ag marketing. As 

a result, from 1996 to 2008 Innoquest developed and manufactured over 50 products used for 

weather monitoring and soil diagnostic work by farmers, growers, and agricultural researchers 

worldwide.

INNOQUEST TODAY
In 2008 Innoquest created the SpotOn® brand to re-focus on proprietary products; the first 

aviation brand, MultiSump, was introduced in 2010. We continue to expand our product lines 

with the persistence and patience Innoquest has exhibited throughout its history. An ongoing 

dedicated effort is in place to continue building and maintaining robust distribution partner-

ships worldwide.

OUR GOAL
Our goal is to design and manufacture innovative products knowing successful products provide 

simple and affordable solutions that boost quality and efficiency.

Manufacturing and Warehouse



SPECIFICATIONS

Push rod for activating sump valves

Sample Cup Capacity 1.6oz (50ml) 

Catch Can Capacity 7.8oz (230ml)

Overall Size 7.25in (18cm) tall
 by 2.75in (7cm) dia.

Weight 0.28Ib (129g)

Material Fuel Resistant Plastic &
Stainless Steel

Use with your existing fuel tester to remove contaminants 
and water from your samples during pour-back!

Small size is easy to carry but large enough not to fall into 
a fuel tank opening.

MultiSump+TM

FEATURES

Check up to 8 sumps with individual inspection of fuel 
samples.

Quick acting valve drains sampled fuel into integral
catch can.

Includes fuel strainer for pouring fuel back into airplane 
(keeps water and debris from entering tank).

Clear construction allows final inspection of collected 
fuel before catch can is emptied.

Specially designed no drip, no dribble pour spout for 
mess-free emptying.

MULTISUMPTM FUEL STRAINER
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Patent #8448676MULTISUMPTM FUEL TESTER

MULTISUMP FUEL STRAINER   .   Item #27810   .   One year warranty   .   Made in USA

MULTISUMP FUEL TESTER   .   Item #23880   .   One year warranty   .   Made in USA



GOTOWTM DRILL-POWERED TOW BAR

SPECIFICATIONS

Drill Requirements 18v or greater cordless drill 
with 1/2in (13mm) chuck 
capacity (drill not included)

Typical Tow Speed 0.85 MPH (1.4 KPH) – tested 
with 18v Milwaukee drill at 
400 RPM

Max User Weight 270lb (123kg)

Max Recommended 
Airplane Weight

3500lb (1590kg)

Weight 28lb (12.7kg)

Size 39in H x 17in W x 69in L (99cm 
H x 44cm W x 176cm L)

Shipping Specs size: 13in H x 13in W x 49in L 
(33cm H x 33cm W x1245cm L) 
weight: 33 lb (15 kg)



GOTOW DRILL-POWERED TOW BAR   .   Item #36520   .   One year warranty   .   Made in USA
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OPTIONAL ADAPTER 
SETS AVAILABLE

FEATURES

Adapter Kit

Piper Tab Adapter
Item #38320

Item #38340

Works with most Cessna and Cirrus aircraft 
without additional adapters.

Optional adapter sets available as required 
for other airplanes.

Easy steering, no need to lift or slide the tow 
unit.

Does not cause abrasion to your airplane’s 
tire.

Uses body weight for down force resulting in 
excellent traction; no awkward arm strain.

Flat-free tire won’t mark up your hanger floor 
and never needs air.

High-quality welded aluminum construction 
for strength and ease of handling.

Adjusts to fit most cordless drills regardless of 
brand (drill not included).



SPECIFICATIONS

Size 4.25in W x 7in L x 2in H (10.8cm x 17.8cm x 
5.1cm)

Weight 0.9lb (0.4kg)

Rope Length 24in (61cm)

FEATURES

Self-storing design with wrap-around 
cord.

Full rubber bottom for maximum slip 
resistance.

Contoured shape eliminates pressure 
points on tires.

Symmetrical design eliminates the “shell 
game” when placing the chocks.

Solid polymer design for years of use.

No sharp edges or corners.

WHEEL
CHOCKS

Durable and reliable wheel chocks – 
always be prepared and keep a pair in 
your luggage compartment!

WHEEL CHOCKS   .   Item #34470-R   .   One year warranty   .   Made in USA
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FEATURES

SPECIFICATIONS

Capacity 32fl oz (0.95l)

Size Deployed 3.7in (9.4cm) dia. x 11.74in 
(30cm) tall

Size Stowed 3.7in (9.4cm) dia. x 8.25in 
(21cm) tall

Weight 0.45lb (0.20kg)

The Chock That Stays Put!

Meets 32oz sampling 
requirement for
Gulfstream® jets.

Compact storage with vapor 
containment cap.

4 inch extended neck reaches 
recessed drain valves.

Allows for quick visual 
assessment of fuel quality.
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Provides clean sumping and 
inspection for Gulfstream® 
and other business jets.

JET SUMP   .   Item #38190   .   One year warranty   .   Made in USA



SPECIFICATIONS

Size 6in long

Weight 5oz

Battery 4 AAAA (included)

1. FUEL TESTER WITH STRAINER 2. STALL 

HORN TESTER 3. DIPSTICK WIPER 4. RED/

WHITE FLASHLIGHT 5. PHILLIPS/FLATHEAD 

SCREWDRIVER 6. CHECKLIST REMINDER CARD

6-IN-1 TOOL FEATURES 

A SUMPER 
AND 
STRAINER 
IN ONE!

GOCHECK PREFLIGHT MULTI-TOOL

GOCHECK FUEL TESTER

GOCHECK PREFLIGHT MULTI-TOOL   .   Item #32360   .   One year warranty   .   Made in USA

GOCHECK FUEL TESTER   .   Item #40000   .   One year warranty   .   Made in USA

Ample storage capacity allows for draining multiple 
sumps prior to dumping. After inspection, fuel can be 
returned to the tank by pouring through the integrated 
screen. The oval-shaped tube and belt clip makes for 
easy stowing. Measures approximately 5.5” long.
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